INCOLOY® Alloy 330/ DS W-Nr. 1.4886/1.4862

Eine Nicke-Eisen-Chrom-Legierung mit Silizium-
zusatz fur verbesserte Oxydationsbestandigkeit.
Sie besitzt gute Hochwarmfestigkeit und hervor-
ragende Bestandigkeit gegen aufkohlende und
oxydierende Atmospharen. Das austenitische
Mikrogefiige der Legierung bleibt auch bei lang-
zeitig hohen Temperaturen stabil. Verwendung fur
Ofenmuffeln, Retorten und hitzebeanspruchte For-
dersysteme sowie fur Warmebehandlungskérbe
und -halterungen.

A nickel-iron-chromium alloy with an addition of
silicon for enhanced oxidation resistance. It has
good strength at high temperatures and excellent
resistance to carburizing and oxidizing atmos-
pheres. The alloy's austenitic microstructure re-
mains stable during long-time exposure to high
temperature. Used in industrial heating for furnace
muffles, retorts, and conveyor systems and for
heat-treating baskets and fixtures.

Produktformen
Product Forms

Rohr, Blech, Band, Rundstab, Flachstab, Sechskant,
Schmiedematerial und Draht

Pipe, Tube, Sheet, Strip, Plate, Round Bar, Flat Bar,
Forging Stock, Hexagon and Wire

Normen und
Bezeichnungen

Major
Specifications

INCOLOY Alloy 330

UNS N08330

ASTM B 366, B 511, B 512,
B 535, B 536, B 546, B 710,
B 739, B 751, B 775, B 829

ASME SB-366, SB-511, SB-512,
SB-535, SB-536, SB-546,
SB-710, SB-739, SB-751,
SB-775, SB-829

INCOLOY Alloy 330

UNS N08330

ASTM B 366, B 511, B 512,
B 535, B 536, B 546, B 710,
B 739, B 751, B 775, B 829

ASME SB-366, SB-511, SB-512,
SB-535, SB-536, SB-546,
SB-710, SB-739, SB-751,
SB-775, SB-829

SAE AMS 5592, 5716 W-Nr.: 1.4886 SAE AMS 5592, 5716 W-Nr.: 1.4886
INCOLOY Alloy DS INCOLOY Alloy DS
BS 3072 - BS 3076 (NA17) W-Nr.: 1.4862 BS 3072 - BS 3076 (NA17) W-Nr.: 1.4862

Chem. Zusam-

Grenzwerte (INCOLOY Alloy 330)

Limiting (INCOLOY Alloy 330)

mensetzung Ni.... 34.0 - 37.0 Si...075-150 P...max. 0.030 | Ni...34.0-37.0 Si...0.75-150 P... max. 0.030
Chemical Fe .. Rest C .. max. 0.08 S... max.0.030 | Fe...Remainder C ... max. 0.08  S.... max. 0.030
Composition, % Cr...17.0-20.0 Mn ... max. 2.00 Cr...17.0-20.0 Mn ... max. 2.00
Grenzwerte (INCOLOQOY Alloy DS) Limiting (INCOLOY Alloy DS)
Nie ..34.5-41.0 Si...1.90-2.60 Cu..max. 050 | Ni#.345-410 Si...1.90-260  Cu .. max. 050
Fe . Rest C...max.010 Ti...max. 020 | Fe....... Rest C..max. 010  Ti... max. 020
Cr...17.0-19.0 Mn .. 0.80 - 1.50 S max. 0.03 | Cr...17.0-19.0 Mn..0.80-150 S... max. 0.03
#Plus Co. @Plus Co.
Physikalische 330 DS 330 DS
und thermische | picnie  ibsind 0.292 0284 | Density, ~ IB/N® oo 0.292 0.284
Eigenschaften | " giem®. 8.08 786 | 0 glemPi 8.08 7.86
Schmelzbereich, ° 2520-2590 2430-2550 | Melting Range, 2520-2590 2430-2550
Physical Constants - ° 1380-1420 1330-1400 1380-1420 1330-1400
and Thermal Spezifische Warme, Specific Heat,
B ertiesa Btu/lb *°F ..o 0.110 0.108 Btu/lb°F ..o 0.110 0.108
& JKG*°C ooiiii 460 452 JKG*°C oo, 460 452
Permeabilitét bei 200 Oe (15.9 kA/m).. 1.020 1.038 Permeability at 200 Oersted (15.9 kA/m) 1.02 1.038
Ausdehnungsbeiwert, Coefficient of Expansion,
10%in/in «°F 75-200°F ........ 8.3 | 68-212°F...... 8.3 108 in/in «°F 75-200°F ...... 8.3 | 68-212°F ... 8.3
pym/me°C  24-93°C ....... 149 | 20-100°C ... 15.0 pym/me°C  24-93°C ... 14.9 | 20-100°C..... 15.0
Warmeleitfahigkeit, Thermal Conductivity,
Btu < in/ft2eh-°F......... 86.0 83.2 Btu « infft2eh<°F......... 86.0 83.2
Wime°C ..o 124 12.0 W/me°C ..o 12.4 12.0
Spez. elektr. Widerstand, Electrical Resistivity,
ohmecirc mil/ft ........... 612 650 ohmecirc mil/ft .......... 612 650
pohmem ... 1.017 1.080 101e] 1 1 L 1 p om———— 1.017 1.080
Typische INCOLOQY Alloy 330 (Gegliiht) INCOLOQY Alloy 330 (Annealed)

mechanische
Eigenschaften

Typical Mechanical
Properties
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Alle Angaben ohne Gewahr / All information are supplied without liability




